
Specifications subject to change without notice.
Revision Date: 03/07/2024

LUMEN PACKAGES  (Delivered lumens tested at 4000K 80 CRI Remote/Integral, 5000k 97 CRI Circadian/Tunable

Integral Remote/PoE Circadian Tunable

Size SKU Total Watts
162 Lm/W

80 CRI
135 Lm/W

90 CRI
165 Lm/W

80 CRI
137 Lm/W

90 CRI
119 Lm/W

97 CRI
91 Lm/W
97 CRI

4'
L1 20 3241 2690 3294 2734 2372 1826

L2 30 4861 4035 4941 4101 3558 2739

L3 40 6482 5380 6588 5468 4744 3652

6'
L1 30 4861 4035 4941 4101 3558 2739

L2 45 7292 6052 7412 6152 5337 4109

L3 60 9722 8070 9882 8202 7116 5478

8'
L1 40 6482 5380 6588 5468 4744 3652

L2 60 9722 8070 9882 8202 7116 5478

L3 80 12963 10759 13176 10936 9488 7304

FIXTURE POWER SIZE MOUNT LUMENS COLOR CRI INTEGRAL WHIP

ILIN-Illucent Linear I-Integral 4-4 Foot P-Pendant L1- 30-3000K 80-80+ CRI 3-No Dim

IEM-Emergency 6-6 Foot S-Surface L2- 35-3500K 90-90+ CRI 5-Dim

R-Remote 8-8 Foot U-Unistrut L3- 40-4000K 97-Circadian 3E-No Dim EM On

POE-PoE 50-5000K 4E-No Dim EM On/Off

65-6500K 5E-Dim EM On

DC-Dynamic Circadian 6E-Dim EM On/Off

TW-Tunable White

(Integral)

WHIP COLOR* FEED* FINISH ENDCAP SENSOR**

W-White TF-Top Feed CW-Clear Anodized Aluminum WP-White Plastic ES-Keilton LV - Remote/Integral

B-Black SF-Side Feed BB-Black Anodized Aluminum BP-Black Plastic SE-Smartengine PoE - Remote

S-Silver Braided CC-Custom Color CM-Metal Clear Anodized LU-Lutron - Integral

(certain restrictions apply) EN-Enlighted - Integral

LM-Lantana Microwave - Integral

MC-McWong/Casambi - Integral

Size Top Bottom Height Weight

4' 46.2" 48.2" 4" 6 lbs

6' 69.5" 71.5" 4" 10 lbs

8' 92.2" 94.2" 4" 12 lbs

Size Top Bottom Height Weight

4' 47" 48.2 2.6" 4 lbs

6' 70.2" 71.5" 2.6" 6 lbs

8' 93" 94.2" 2.6" 8 lbs

Available Colors

4', 6', 8'
Sustainably Constructed
100% Recycled Aluminum
Recyclable Acrylic
Single Channel Distribution 
25% Indirect/75% Direct
UL 924, UL 1598, UL 2108
Advanced Dimming 0-10V, Down to 1%
DALI Tunable White
Human-Centric Options
L90>71,000
10-Year Warranty

LINEARILLUCENT

WWW.LANTANALED.COM

UL Certified for Elevated Ambient
Operating Temperatures
70°C Remote
55°C Integral 
35°C Emergency Battery

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral with Onboard Emergency 
Power over Ethernet (PoE)

ORDERING INFORMATION



Basic safety precautions should always be followed.
A qualified electrician should install this product, and qualified personnel must perform all servicing.
Always disconnect power before installing any luminaire into an electrical junction box.
This luminaire must be wired and grounded in accordance with the National Electrical Code, local
codes, and ordinances. 
Wire supply connections must be made with UL-approved connectors.
Equipment should be mounted in locations and at heights where it cannot be tampered with by
unauthorized personnel.
Do not mount near gas or electric heaters.
Do not use this equipment for other than its intended use.
Do not use this equipment outdoors.
Do not install this fixture near areas of high air movement (HVAC vents, doorways, windows, etc.) to
minimize fixture sway. 
Do not feed excess suspension cable into fixture or junction box where electrical wires are located. 
Using accessory equipment not recommended by the manufacturer may cause unsafe conditions.
The contractor is required to provide appropriate structural support (junction boxes, ceiling tile
bridge, framing, etc.) for fixtures to meet local code requirements.
Use soft gloves and padded materials to prevent marring the finish.  Components may be cleaned
with soft, damp or dry cloth. See cleaning & care instructions for approved cleansers.

READ AND FOLLOW ALL SAFETY INSTRUCTIONS

Disconnect the electrical lighting circuit at the breaker panel.

Confirm that the luminaire and supply voltage are the same.

Secure the fixture to the appropriate structural supports with grippers, aircraft/suspension
cable, and couplings. (If mounting to drywall, use toggle bolts or anchors that are rated to
support the weight of the fixture for the non-powered end)

1.

2.

3.

Optional
Sensor Endcap

Powered End

**Check ALL local codes before installing**
**Mounting solely to ceiling tile is NOT RECOMMENDED as it may cause damage and/or injury.**

INSTALLATION INSTRUCTIONS

INTEGRALILLUCENT LINEAR
PENDANT MOUNT INSTALLATION GUIDE
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INTEGRALILLUCENT LINEAR
PENDANT MOUNT INSTALLATION GUIDE

Inspect wire connections, including any emergency and/or dimming wiring, if applicable.

Secure canopies using the threaded end of cable assembly couplings.

Attach and secure strain relief to the whip and press the fit strain relief into the canopy.

Restore power to the lighting circuit and test installation.

7.

8.

9.

10.

Attach the 1/4-20 cross bar on the powered end to the
junction box (supplied by others). Feed cables (DO
NOT feed excess, see precautions) and cord through
the canopy holes before securing them to the
structure/junction box. (DO NOT secure canopies until
step 8)

4.

5. Level the fixture using the
aircraft/suspension cable and
grippers. Suspension points can
be adjusted/fine-tuned at the
end.

Wire the fixture to the source AC
wiring, using UL-listed wire
connectors: 

Connect the (white) neutral wire
to the supply neutral
Connect the (black) luminaire
line wire  to the supply line wire
Connect the (green) ground  
wire to the supply ground.

6.

For Emergency (EM) fixtures: Connect the corresponding EM wiring per site conditions.
For Dimming: Wire the fixture’s 0-10V dimming to source dimming wiring, using UL-listed
wire connectors.

Secure canopies using the threaded end of
cable assembly couplings.

Attach and secure strain relief to the whip and
press the fit strain relief into the canopy.

Restore power to the lighting circuit and test
installation.

Installation is complete. 

11.

12.

13.

For emergency lighting proceed to the next steps, otherwise installation is complete.
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When using electrical equipment, basic safety precautions should always be followed.
A qualified electrician should install this product, and qualified personnel must perform all
servicing. Always disconnect power before installing any luminaire into an electrical junction
box.
This luminaire must be wired and grounded in accordance with the National Electrical Code,
local codes, and ordinances. Wire supply connections must be made with UL-approved
connectors.
Equipment should be mounted in locations and at heights where it cannot be tampered with
by unauthorized personnel.
Do not mount near gas or electric heaters.
Do not use this equipment for other than its intended use.
Do not use this equipment outdoors.
Using accessory equipment not recommended by the manufacturer may cause unsafe
conditions.
The contractor is required to provide appropriate structural support (junction boxes, ceiling
tile bridge, framing, etc.) for fixtures to meet local code requirements.
Components may be cleaned with soft damp or dry cloth. See cleaning & care instructions
for approved cleansers.

READ AND FOLLOW ALL WARNINGS AND SAFETY INSTRUCTIONS

Disconnect the electrical lighting circuit at the breaker panel.

Confirm that the luminaire and supply voltage are the same.

Secure the fixture to the appropriate Unistrut structural supports with screws, nuts, and
washers according to local code.  

1.

2.

3.

**Check ALL local codes before installing**

INSTALLATION INSTRUCTIONS

INTEGRALILLUCENT LINEAR
UNISTRUT MOUNT INSTALLATION GUIDE
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be duplicated or disclosed to others without approval from
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INTEGRALILLUCENT LINEAR
INSTALLATION GUIDE

Inspect wire connections, including any emergency and/or dimming wiring, if applicable.

Secure canopies using the threaded end of cable assembly couplings.

Attach and secure strain relief to the whip and press the fit strain relief into the canopy.

Restore power to the lighting circuit and test installation.

7.

8.

9.

10.

Attach the 1/4-20 cross bar on the powered end to the
junction box (supplied by others). Feed cables and
cord through the canopy holes before securing them
to the structure/junction box. (DO NOT secure
canopies until step 8)

4.

5. Level the fixture using the
aircraft/suspension cable and
grippers. Suspension points can
be adjusted/fine-tuned at the
end.

Wire the fixture to the source AC
wiring, using UL-listed wire
connectors: 

Connect the (white) neutral wire
to the supply neutral
Connect the (black) luminaire
line wire  to the supply line wire
Connect the (green) ground  
wire to the supply ground.

6.

For Emergency fixtures: Connect the corresponding EM wiring per site conditions.
For Dimming: Wire the fixture’s 0-10V dimming to source dimming wiring, using UL-listed
wire connectors.

Secure canopies using the threaded end of
cable assembly couplings.

Attach and secure strain relief to the whip and
press the fit strain relief into the canopy.

Restore power to the lighting circuit and test
installation.

Installation is complete. 

11.

12.

13.

300 Brannan St. Suite 608
San Francisco, CA 94107
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For emergency lighting proceed to the next steps, otherwise installation is complete.



Available Colors

Continuous Run up to 100'
Sustainably Constructed
100% Recycled Aluminum
Recyclable Acrylic
Single Channel Distribution 
25% Indirect/75% Direct
UL 924, UL 1598
Advanced Dimming 0-10V, Down to 1%
DALI Tunable White
Human-Centric Options
L90>71,000
10-Year Warranty

LINEAR CONTINUOUS RUNILLUCENT

Specifications subject to change without notice.
Revision Date: 03/07/2024

WWW.LANTANALED.COM

LUMEN PACKAGES (Delivered lumens tested at 4000K 80 CRI Integral, 5000k 97 CRI Circadian/Tunable

Integral Circadian Tunable

Size SKU
162 Lm/W

80 CRI
135 Lm/W

90 CRI
119 Lm/W

97 CRI
91 Lm/W
90 CRI Total Watts

4'

L1 3241 2690 2372 1826 20

L2 4861 4035 3558 2739 30

L3 6482 5380 4744 3652 40

6'

L1 4861 4035 3558 2739 30

L2 7292 6052 5337 4109 45

L3 9722 8070 7116 5478 60

8'

L1 6482 5380 4744 3652 40

L2 9722 8070 7116 5478 60

L3 12963 10759 9488 7304 80

FIXTURE TOTAL LENGTH MOUNT LUMENS COLOR CRI INTEGRAL WHIP

ILCR-Illucent Linear ###In Feet P-Pendant L1- 30-3000K 80-80+ CRI 3-No Dim

Continuous Run U-Unistrut L2- 35-3500K 90-90+ CRI 5-Dim

L3- 40-4000K 97-Circadian 3E-No Dim EM On

50-5000K 4E-No Dim EM On/Off

65-6500K 5E-Dim EM On

DC-Dynamic Circadian 6E-Dim EM On/Off

TW-Tunable White

WHIP COLOR* FEED* FINISH ENDCAP SEGMENTS

W-White TF-Top Feed CW-Clear Anodized Aluminum WP-White Plastic CR2-Integral 2'

B-Black SF-Side Feed BB-Black Anodized Aluminum BP-Black Plastic CR4-Integral 4'

S-Silver Braided CC-Custom Color CM-Metal Clear Anodized CR6-Integral 6'

(certain restrictions apply) CR8-Integral 8'

CR4E-Integral Emergency 4'

CR6E-Integral Emergency 6'

CR8E-Integral Emergency 8'

Size Top Bottom Height Weight

4' End 46.25" 47.25" 4"

4' Mid 46.25" 46.25" 4"

8' End 92.3" 93.3" 4"

8' Mid 92.3" 92.3" 4"

TOTAL
LENGTH

SEG 1
(WHIP) SEG SEG SEG SEG SEG SEG SEG SEG SEG SEG SEG SEG

(END)

UL Certified for Elevated Ambient
Operating Temperatures
55°C Integral 
35°C Emergency Battery

ORDERING INFORMATION



Ships Within 10 Business Days
Sustainably Constructed
100% Recycled Aluminum
Recyclable Acrylic
Single Channel Distribution 
25% Indirect/75% Direct
UL 924, UL 1598
Advanced Dimming 0-10V, Down to 1%
L90>71,000
10-Year Warranty

LINEAR QUICK SHIPILLUCENT

Specifications subject to change without notice.
Revision Date: 03/07/2024

WWW.LANTANALED.COM

FIXTURE POWER SIZE MOUNT LUMENS COLOR CRI INTEGRAL WHIP

ILQS-Illucent Linear I-Integral 4-4 Foot P-Pendant L1- 30-3000K 80-80+ CRI 3-No Dim

Quick Ship 8-8 Foot U-Unistrut L2- 35-3500K 90-90+ CRI 5-Dim

L3- 40-4000K 97-Circadian 3E-No Dim EM On

50-5000K 4E-No Dim EM On/Off

65-6500K 5E-Dim EM On

DC-Dynamic Circadian 6E-Dim EM On/Off

TW-Tunable White

WHIP COLOR* FEED* FINISH ENDCAP

W-White TF-Top Feed CW-Clear Anodized Aluminum WP-White Plastic

B-Black SF-Side Feed

S-Silver Braided

Size Top Bottom Height Weight

4' 46.2" 58.2" 4" 6 lbs

8' 92.2" 94.2" 4" 12 lbs

UL Certified for Elevated Ambient
Operating Temperatures
55°C Integral 
35°C Emergency Battery

Available Colors

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral with Onboard Emergency 
Power over Ethernet (PoE)

LUMEN PACKAGES  Delivered Lumens tested at 4000K 80 CRI

Size SKU
162 Lm/W

80 CRI
135 Lm/W

90 CRI Total Watts

4'
L1 3241 2690 20

L2 4861 4035 30

L3 6482 5380 40

8'

L1 6482 5380 40

L2 9722 8070 60

L3 12963 10759 80

ORDERING INFORMATION



TROFFER
2x2, 2x4
UL 924, UL 1598, UL 2108
Sustainably Constructed
Accommodates Multiple Grids
Integrated Sensor Option
Advanced Dimming
Up to 150 Lm/W
L90>71,000
High-Output
Human-Centric Options
10-Year Warranty

UL Certified for Elevated Ambient
Operating Temperatures
70°C Remote
55°C Integral 
35°C Emergency Battery

ILLUCENT

Size Width Length Height Weight

2x2 Remote 23.75" 23.75" 3.15" 7.5 lbs

2x4 Remote 23.75" 47.75" 3.15" 14 lbs

2x2 Integral 23.75" 23.75" 3.15" 9.5 lbs

2x4 Integral 23.75" 47.75" 3.15" 18 lbs

Dimensions for Standard Grid
(contact us for structural grid dimensions)

LUMEN PACKAGES  (Delivered Lumens tested at 4000K 80 CRI Integral/Remote, 5000K 97 CRI Circadian

Size Total Watts SKU 150 Lm/W 
80 CRI

125 Lm/W
90 CRI

102 Lm/W 
97 CRI Size Total Watts SKU 150 Lm/W

80 CRI
125 Lm/W

90 CRI
102 Lm/W 

97 CRI

2x2

10 L1 1500 1245 1024

2x4

45 L8 6750 5603 4608
15 L2 2250 1868 1536 50 L9 7500 6225 5120

20 L3 3000 2490 2048 55 L10 8250 6848 5632

25 L4 3750 3133 2560 60 L11 9000 7470 6144

30 L5 4500 3735 3072 65 L12 9750 8093 6656

35 L6 5250 4358 3584 70 L13 10500 8715 7168

40 L7 6000 4980 4096 75 L14 11250 9338 7680

FIXTURE POWER SIZE LUMENS COLOR CRI CEILING GRID* SENSOR**

ITRF- Illucent I- Integral 22- 2x2 L1- L8- 30- 3000K 80- 80+ CRI SG- Standard Grid Remote

Troffer IEM- Emergency 24- 2x4 L2- L9- 35- 3500K 90- 90+ CRI ADG Armstrong DynaMax SE- Smartengine PoE 

R- Remote L3- L10- 40- 4000K 97- Circadian ADGP Armstrong DynaMax Plus Remote/Integral

POE- PoE L4- L11- 50- 5000K TG- Tate GRID ES- Keilton LV 

L5- L12- 65- 6500K TD- Tate DUO Integral

L6- L13- DC- Dynamic Circadian PP- Polargy PICS* LU- Lutron 

L7- L14- TW- Tunable White PPG- Polargy PICS Global* EN- Enlighted 

GG1- Gordon DG 1.5 LM- Lantana Microwave

GG3- Gordon DG 3.0 MC- McWong/Casambi

GXG- Gordon DG X-Span Grid

*only available in 2' x 4' size **not available for emergency

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral with Onboard Emergency 
Power over Ethernet (PoE)

Specifications subject to change without notice.
Revision Date: 03/07/2024

WWW.LANTANALED.COM

ORDERING INFORMATION



CHANDELIER
3-, 4-, 6-Sided
UL 1598, UL 2108
Sustainably Constructed
Human-Centric Options
DALI Tunable White
Advanced Dimming 0-10V, Down to 1%
Up to 145 Lm/W
L90>71,000
10-Year Warranty

Available Colors

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V

Dia: 10.6"
15 lbs

Dia: 11.8"
20 lbs

Dia: 9.4"
10 lbs

LUMEN PACKAGES Delivered Lumens tested at 4000k 80 CRI, 5000K 97 CRI Circadian/Tunable

Hexa Quad Tri

SKU TOTAL
WATTS

133 Lm/W
80 CRI

110 Lm/W
90 CRI

90 Lm/W
97 CRI

Total
Watts

145 Lm/W
80 CRI

120 Lm/W
90 CRI

99 Lm/W
97 CRI

Total
Watts

144 Lm/W
80 CRI

120 Lm/W
90 CRI

98 Lm/W
97 CRI

L1 60 7962 6623 5414 40 5800 4814 3944 20 2880 2390 1958

L2 65 8625 7175 5865 45 6525 5416 4437 25 3600 2988 2448

L3 70 9289 7727 6317 50 7250 6018 4930 30 4320 3586 3427

L4 75 9952 8279 6768 55 7975 6619 5423 35 5040 4183 3917

L5 80 10616 8831 7219 60 8700 7221 5916 40 5760 4781 4406

L6 85 11279 9383 7670 65 9425 7823 6409 45 6480 5378 4896

L7 90 11943 9935 8121 70 10150 8425 6902 50 7200 5976 5386

L8 95 12739 10487 8572 75 10875 9026 7395 55 7920 6574 5875

L9 100 13270 11039 9024 80 11600 9628 7888 60 8640 7171 6365

L10 105 13933 11591 9475

L11 110 14597 12143 9926

L12 115 15260 12695 10377

L13 120 15924 13247 10828

FIXTURE POWER LUMENS COLOR CRI INTEGRAL WHIP WHIP COLOR FINISH
ITCH- Illucent Tri I- Integral L1- L8- 30- 3000K 80- 80+ CRI 3- No Dim W- White BB- Black

IQCH- Illucent Quad R- Remote L2- L9- 35- 3500K 90- 90+ CRI 5- Dimming B- Black CC- Custom Color*

IHCH- Illucent Hexa L3- 40- 4000K 97- Circadian S- Silver Braided

L4- 50- 5000K

L5- 65- 6500K

L6- DC- Dynamic Circadian

L7- TW- Tunable White

ILLUCENT

Specifications subject to change without notice.
Revision Date: 03/07/2024

WWW.LANTANALED.COM

ORDERING INFORMATION



BOX LINEAR
2', 4', 6', 8', Continuous Run up to 62'
Integral Class 2 Drivers
UL 924, UL 1598
Ambient Operating Temp 50°C
6063 T6 recycled aluminum
Recyclable, high-impact modified acrylic
Advanced Dimming 0-10V, Down to 1%
Up to 132 Lm/W
L80>100,000
Human-Centric Options
10-Year Warranty

X1

Power feed hole is 1.15" from the end.

X2

ACY hole (1/4 x 20) is 2.15")

NEOTERIC

Direct Shown

4"

2.5"

Length 2' 4' 6' 8'

X1 24.3" 48.3" 72.3" 96.3"

X2 20" 44" 68" 92"

Weight 2' 4' 6' 8'

6.48 lbs 10.68 lbs 17.04 lbs 22.03 lbs

FIXTURE OPTICS DIRECT OPTICS INDIRECT OPTICS DIRECT LUMENS INDIRECT LUMENS

NBL- Neoteric Box Linear I- Direct LAM- Lambertain LAM- Lambertain D###- Direct I###- Indirect

ID- Indirect/Direct ASY- Asymmetric ASY- Asymmetric Lumens/Ft Lumens/Ft

BAT- Batwing BAT- Batwing see table pg 3 see table pg 3

DL- 1' Drop Lens

LG- Low Glare Louver
LENGTH COLOR FINISH VOLTAGE DRIVER

###-Run Length 827-80CRI 2700K 930-90CRI 3000K WH-White Matte D###- 120-277V G1-0-10 1% Dimoff

In 1' Increments - Min. 2' 830-80CRI 3000K 935-90CRI 3500K BK-Black Matte G2-0-10 0.1% Dimoff

(8' and under is one piece) 835-80CRI 3500K 940-90CRI 4000K CU-Custom SR-Philips SR

PAT-Custom Pattern 840-80CRI 4000K 9750-97CRI 5000K Specify RAL#

927-90CRI 2700K

ELECTRICAL MOUNTING CONTROLS

BFC-Black 5 Wire18/5 Feed Cord (10’ Std) ACW-10’ ACY Suspension White Canopy SNS-Philips SNSPIR and Wireless

WFC-White 5 Wire18/5 Feed Cord (10’ Std) ACB-10’ ACY Suspension Black Canopy ENC-Encilium SensiLUM

1C-Single Circuit ST-Stem Custom CAS-Casambi Wireless

2C-2 Circuit TB-Tbar Adapter SC-Bluetooth Programmable Multifunction 

EB-10W 90 Min Emergency Section(4’) WM-Wall Mount Mesh Network

EC-Emergency Circuit R-Recessed PIR Smart Control and Daylight

NL-Nightlight Section

GTD-Generator Transfer

LUMEN PACKAGES Delivered Lumens tested at 3500K 80 CRI

Size Lm/Ft
Total

Lm

Lambertain
Direct

Lambertain
Indirect

Batwing
Direct

Batwing
Indirect

Asymmetric
Direct

Asymmetric
Indirect

Louver
Direct 1" Drop Lens

Total W Lm/W Total W Lm/W Total W Lm/W Total W Lm/W Total W Lm/W Total W Lm/W Total W Lm/W Total W Lm/W

4 ft

200   800 6.6 132 6.0 135 6.3 128 6.3 135 5.8 138 5.8 138 7.1 112 6.2 130

400   1600    12.1    132  11.9 135 12.6 128 12.6 135 11.6 138 11.6 138 14.2 112 12.5 130

600   2400    18.2    132  17.8 135 18.8 128 18.8 135 17.4 138 17.4 138 21.4 112 18.4 130

800   3200    24.4  131 23.9 134 25.2 127 25.2 134 23.4 137 23.4 137 28.8 111 23.5 129

1000   4000    30.5  131 30.0 134 31.5 127 31.5 134 29.2 137 29.2 137 36 111 24.8 129

1200   4800  36.9   130  36.7 131 38.1 126 38.1 131 35.3 136 35.3 136 43.6 110 37.5 128

1500   6000    46.2    130  46.2 131 48 125 48 131 44.4 135 44.4 135 NA NA 47.2 127

8 ft

200   1600    12.1 132 11.9 135 12.6 128 12.6 128 11.6 138 11.6 138 14.2 112 12.4 130

400   3200    24.2    132  23.7 135 23.2 128 23.2 128 23.2 138 23.2 138 28.4 112 24.8 130

600   4800    36.4    132  35.6 135 34.8 128 34.8 128 34.8 138 34.8 138 42.8 112 36.8 130

800   6400    48.8  131 48.6 134 50.4 127 50.4 127 46.8 137 46.8 137 53.6 111 46.8 129

1000   8000    61  131 60 134 63 127 63 127 58.4 137 58.4 137 72 111 59.6 129

1200   9600    73.8    130  73.3 131 76.2 126 76.2 126 70.6 136 70.6 136 87.2 110 76 128

1500   12000    92.4    130  91.6 131 96 125 96 125 88.8 135 88.8 135 NA NA 94.4 127

Specifications subject to change without notice.
Revision Date: 03/07/2024

WWW.LANTANALED.COM
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1x2, 1x4, 2x2, 2x4
UL 924, UL 1598, UL 2108
Sustainably Constructed
Non-Ferrous
Advanced Dimming
Up to 109 Lm/W
L90>61,000
Human-Centric Options
10-Year Warranty

EDGE LIT PANELNEOTERIC

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral with Onboard Emergency
Battery Backup

UL Certified for Elevated Ambient
Operating Temperatures
70°C Remote
50°C Integral

12.75", 23.75"

23.75"

SIDE

FRONT

Dimensions for Standard Grid
(contact us for structural grid dimensions)

47.75"

Weight 1x2 1x4 2x2 2x4

Integral 9 lbs 14.5 lbs 15 lbs 26.5 lbs

Remote 6 lbs 11 lbs 11.5 lbs 23 lbs

FIXTURE POWER SIZE MOUNT LUMENS COLOR CRI CEILING GRID

NELP-Neoteric I-Integral 12-1x2 P-Pendant L1- L8- 27-2700K 80-80+ CRI XX-Pendant

Edge Lit Panel IEM-Emergency 14-1x4 R-Recessed L2- L9- 30-3000K 90-90+ CRI SG-Standard Grid

R-Remote 22-2x2 L3- L10- 35-3500K 97-Circadian ADG-Armstrong DynaMax

24-2x4 L4- L11- 40-4000K TG-Tate GRID

L5- L12- 50-5000K TD-Tate DUO

L6- L13- PP-Polargy PICS*

L7- L14- PPG-Polargy PICS GLOBAL*

GG1-Gordon DG 1.5

GG3-Gordon DG 3.0

GXG-Gordan DG x-Span Grid

*Polargy is only available in 1' x 4'
and 2' x 4' sizes. 

LUMEN PACKAGES Delivered Lumens tested at 4000K 80 CRI

SIZE SKU TOTAL WATTS 109 Lm/W
80 CRI

92 Lm/W
90 CRI

1x2
2x2

L1 10 1085 922

L2 15 1627 1383

L3 20 2170 1845

L4 25 2712 2306

L5 30 3255 2767

L6 35 3797 3228
L7 40 4609 3689

1x4
2x4

L8 45 4883 4150

L9 50 5425 4611

L10 55 5968 5072

L11 60 6510 5534

L12 65 7053 5995

L13 70 7595 6456

L14 75 8138 6917

Specifications subject to change without notice.
Revision Date: 03/07/2024

WWW.LANTANALED.COM

ORDERING INFORMATION



Available Colors

6" - 96"
Remote DLVP, Integral
Sustainably Constructed
Advanced Dimming 0-10V, Down to 1%
Up to 119 Lm/W
UL 1598, UL 2108
L90>71,000
10-Year Warranty

SLIM LINEARNEOTERIC

Compact Power CanopySlim Power Canopy

Suspension Length for Pendant: 6 feet
End Caps: 3"
Length: 12" MIN / 96" MAX
Width: 1.53"
Height: 0.53"
Weight: 0.4 lbs/ft

Canopy w/ Class 2 Driver 120-277V
Remote Distributed Low Voltage

FIXTURE POWER SIZE LENS MOUNTING

NSL-Neoteric Slim Linear R-Remote ##-in inches DW-Diffused White P-Pendant

CC-Compact Canopy w/ driver S-Surface*

SC-Slim Canopy w/ driver

LUMENS COLOR CRI Finish

L1- 27-2700K 80-80+ CRI CW-Clear Anodized Aluminum

L2- 30-3000K 90-90+ CRI BL-Black Anodized Aluminum

L3- 35-3500K CC-Custom Color

L4- 40-4000K (certain restrictions apply)

L5- 50-5000K

65-6500K

LUMEN PACKAGES Delivered Lumens tested at 4000K 80 CRI

Size SKU 119 Lm/W
80 CRI

99 Lm/W
90 CRI Total Watts/Foot

Available in 6" increments up to 96"
Minimum 12"

(lumens calculated per foot)

L1 239 198 2

L2 477 396 4

L3 716 594 6

L4 954 792 8

L5 1193 990 10

*Surface available for
remote power only

Specifications subject to change without notice.
Revision Date: 03/07/2024
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Remote DLVP, Integral
100% Recycled Aluminum
Recyclable Acrylic
Multiple Beam Angles
Advanced Dimming 0-10V, Down to 1%
Up to 113 Lm/W
UL 1598
L70>66,000
10-Year Warranty

Available Colors

Integral Class 2 Driver 120-277V
Canopy w/ Class 2 Driver 120-277V
Remote Distributed Low Voltage

CYLINDERNEOTERIC

Integral Canopy Driver
Weight: 4.45 lbs

Integral Fixture Driver
Weight: 6.0 lbs

8.20"

1.62"

5.75"

5.50" 5.50"

FIXTURE POWER MOUNT OPTICS BEAM ANGLE OPTICS

NCYL-Neoteric Cylinder IF-Integral Fixture P-Pendant L-Lens SM-Small (18° L/16°R) D-Direct

IC-Integral Canopy R-Reflector MD-Medium (24° L/24° R)

RC-Remote Canopy WD-Wide (36° L/36° R)

EW-Extra Wide (60°L/65° R)

LUMENS COLOR CRI INTEGRAL WHIP WHIP COLOR FINISH

L1- 27-2700K 80-80+ CRI 3-No Dim B-Black BPC-Black Powder Coat

L2- 30-3000K 90-90+ CRI 5-Dim W-White WPC-White Powder Coat

L3- 35-3500K S-Silver Braided SMPC-Silver Metallic Powder Coat

L4- 40-4000K BMPC-Brass Metallic Powder Coat

L5- 50-5000K SACC-Sandblasted Alum., Clear Coat

L6- CF-Custom Finish

L7-*

*L7 is Only Available for Lens Optics

LUMEN PACKAGES Delivered Lumens tested at 4000K 80 CRI

Small Beam Medium Beam Wide Beam Extra Wide Beam

SKU Total
Watts

122 Lm/W
80 CRI

102 Lm/W
90 CRI

121 Lm/W
80 CRI

101 Lm/W
90 CRI

117 Lm/W
80 CRI

97 Lm/W
90 CRI

113 Lm/W
80 CRI

94 Lm/w
90 CRI

Lens

L1 20 2446 2025 2422 2010 2340 1942 2254 1871

L2 25 3058 2532 3028 2513 2925 2428 2818 2339

L3 30 3669 3038 3633 3015 3510 2913 3381 2806

L4 35 4281 3544 4239 3518 4095 3399 3945 3274

L5 40 4892 4050 4844 4021 4680 3884 4508 3742

L6 45 5504 4557 5450 4523 5265 4370 5072 4209
L7 50 6115 5063 6055 5026 5850 4856 5635 4677

Sku Total
Watts

124 Lm/W
80 CRI

103 Lm/W
90 CRI

126 Lm/W
80 CRI

105 Lm/W
90 CRI

125 Lm/W
80 CRI

 104 Lm/W
90 CRI

 125 Lm/W
80CRI

 104 Lm/W
90 CRI

Reflector

L1 20 2472 2052 2528 2098 2508 2082 2506 2080

L2 25 3090 2565 3160 2623 3135 2602 3133 2600

L3 30 3708 3078 3792 3147 3762 3122 3759 3120

L4 35 4326 3591 4424 3672 4389 3643 4386 3640

L5 40 4944 4104 5056 4196 5016 4163 5012 4160

L6 45 5562 5129 5688 4721 5643 4684 5639 4680
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4', 8'
Single Channel Distribution
15% Indirect, 85% Direct
UL 924, UL 1598, UL 2108
100% Recycled Aluminum
Recyclable Steel and Acrylic
Advanced Dimming 0-10V, Down to 1%
L90>71,000
Human-Centric Options
5-Year Warranty

Available Colors

EDGE TRI-CURVE LINEAR

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral with Onboard Emergency 
Power over Ethernet (PoE)

UL Certified for Elevated Ambient
Operating Temperatures
70°C Remote
55°C Integral

Length Width Height Weight

Integral 4' 47.125" 3.1875" 3.25" 7 lbs

Integral 8' 93.188" 3.1875" 3.25" 13 lbs

Remote 4' 47.125" 3.1875" 2.70" 3 lbs

Remote 8' 93.188" 3.1875" 2.70" 5 lbs

LUMEN PACKAGES Delivered Lumens tested at 4000K 80 CRI

Integral Remote

Size SKU Watts
157.13 Lm/W

80 CRI
130 Lm/W

90 CRI
155.5 Lm/W

80 CRI
129 Lm/W

90 CRI

4'
L1 20 3143 2608 3110 2581

L2 30 4714 3913 4665 3872

L3 40 6285 5217 6220 5163

8'
L1 40 6285 5217 6220 5163

L2 60 9428 7825 9330 7744

L3 80 12570 10433 12440 10325

FIXTURE POWER SIZE MOUNT LUMENS COLOR CRI

ETFL-Edge Tri-Flat Linear I-Integral 4-4 Foot P-Pendant L1- 30-3000K 80-80+ CRI

IEM-Emergency 8-8 Foot S-Surface L2- 35-3500K 90-90+ CRI

R-Remote U-Unistrut L3- 40-4000K

POE-PoE 50-5000K

65-6500K
INTEGRAL WHIP FEED* SENSOR**

0-None TF-Top Feed ES-Keilton LV - Remote/Integral

3-No Dim SF-Side Feed SE-Smartengine PoE - Remote

5-Dim LU-Lutron - Integral

3E-No Dim EM On EN-Enlighted - Integral

4E-No Dim EM On/Off LM-Lantana Microwave - Integral

5E-Dim EM On MC-McWong/Casambi - Integral

6E-Dim EM On/Off **Sensors not available for emergency*Skip FEED if No Integral Whip

Specifications subject to change without notice.
Revision Date: 03/07/2024
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4', 8'
Single Channel Distribution
20% Indirect, 80% Direct
UL 924, UL 1598, UL 2108
100% Recycled Aluminum
Recyclable Steel and Acrylic
Advanced Dimming 0-10V, Down to 1%
L90>71,000
Human-Centric Options
5-Year Warranty

EDGE TRI-FLAT LINEAR

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral with Onboard Emergency 
Power over Ethernet (PoE)

UL Certified for Elevated Ambient
Operating Temperatures
70°C Remote
55°C Integral

Length Width Height Weight

Integral 4' 47.125" 3.1875" 3.25" 7 lbs

Integral 8' 93.188" 3.1875" 3.25" 13 lbs

Remote 4' 47.125" 3.1875" 2.70" 3 lbs

Remote 8' 93.188" 3.1875" 2.70" 5 lbs

LUMEN PACKAGES Delivered Lumens tested at 4000K 80 CRI

Integral Remote

Size SKU Watts
157 Lm/W

80 CRI
130 Lm/W

90 CRI
154 Lm/W

80 CRI
128 Lm/W

90 CRI

4'

L1 20 3134 2601 3088 2563

L2 30 4700 3902 4632 3845

L3 40 6267 5202 6176 5126

8'

L1 40 6267 5202 6176 5126

L2 60 9401 7804 9264 7689

L3 80 12534 10405 12352 10252

FIXTURE POWER SIZE MOUNT LUMENS COLOR CRI

ETCL-Edge Tri-Curve Linear I-Integral 4-4 Foot P-Pendant L1- 30-3000K 80-80+ CRI

IEM-Emergency 8-8 Foot S-Surface L2- 35-3500K 90-90+ CRI

R-Remote U-Unistrut L3- 40-4000K

POE-PoE 50-5000K

65-6500K

INTEGRAL WHIP FEED* SENSOR**

0-None TF-Top Feed ES-Keilton LV - Remote/Integral

3-No Dim SF-Side Feed SE-Smartengine PoE - Remote

5-Dim LU-Lutron - Integral

3E-No Dim EM On EN-Enlighted - Integral

4E-No Dim EM On/Off LM-Lantana Microwave - Integral

5E-Dim EM On MC-McWong/Casambi - Integral

6E-Dim EM On/Off **Sensors not available for emergency*Skip FEED if No Integral Whip
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Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral w/Onboard Emergency Battery Backup

2x2, 2x4
UL 924, UL 1598, UL 2108
Recyclable Sheet Metal & Acrylic
Advanced Dimming 0-10V, Down to 1%
Low/High Output
L90>71,000
Human-Centric Options
5-Year Warranty

EDGE TROFFER

23.8
47.8

2.9

Weight

Integral 2x2 9.5 lbs

Integral 2x4 18 lbs

Remote 2x2 7.5 lbs

Remote 2x4 14 lbs

LUMEN PACKAGES (delivered lumens)

2 X 2 Standard Output 2 X 4 Standard Output

SKU Total Watts
152 Lm/W

80 CRI
126 Lm/W

90 CRI
105.3 Lm/W

97 CRI
154.3 Lm/W

80 CRI
131.2

90 CRI
105.3

97 CRI
L20 13 1971 1636 1369 2006 1665 1369

L25 16 2426 2013 1685 2469 2050 1685

L30 20 3032 2517 2106 3086 2562 2106

L35 23 3487 2894 2422 3549 2946 2422

L40 26 3942 3272 2738 4012 3331 2738

L45 30 4548 3775 3159 4629 3843 3159

L50 33 5003 4152 3475 5092 4227 3475

L55 36 5458 4530 3791 5555 4612 3791

L60 39 5912 4907 4107 6018 4996 4107

L65 43 6519 5411 4528 6635 5508 4528

L70 46 6974 5788 4844 7098 5893 4844

L75 49 7428 6166 5160 7561 6277 5160

L80 53 8035 6669 5581 8178 6789 5581

L85 56 8490 7046 5897 8641 7174 5897

L90 59 8944 7424 6213 9104 7558 6213

L95 62 9399 7801 6529 9567 7942 6529

L100 66 10006 8305 6950 10184 8455 6950

L105 69 10460 8682 7266 10647 8839 7266

2x2 High Output 2x4 High Output

L108 71 10764 8957 7476 10943 9443 7476

L120 80 - - - 12348 10618 8424

L155 100 - - - 15435 13273 10530

L185 120 - - - 18522 15928 12636

L220 140 - - - 22242 19128 14742

FIXTURE POWER SIZE LUMENS** COLOR CRI

ETRF-Edge Troffer I-Integral 22-2x2 L20- L50- L80- L108- 30-3000K 80-80+ CRI

IEM-Integral Emergency* 24-2x4 L25- L55- L85- L120- 35-3500K 90-90+ CRI

R-Remote L30- L60- L90- L155- 40-4000K 97-Circadian

L35- L65- L95- L185- 50-5000K

L40- L70- L100- L220- 65-6500K

L45- L75- L105- L220- DC-Dynamic Circadian

*Integral Emergency Available for 2x4 Only
**PoE L20-L50 only, cannot exceed 33 watts

UL Certified for Elevated Ambient
Operating Temperatures 
70°C Remote / 45°C Integral
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Weight

Integral 4' 10 lbs

Integral 8' 21 lbs

Remote 4' 9 lbs

Remote 8' 19 lbs

LUMEN PACKAGES Delivered Lumens tested at 4000K 80 CRI

4' & 8' Standard Output 8' High Output (not available with emergency)

SKU Total Watts
159 Lm/W

80 CRI
132 Lm/W

90 CRI
110 Lm/W

97 CRI SKU Total Watts
159 Lm/W

80 CRI
132 Lm/W

90 CRI
110 Lm/W

97 CRI
L1 19 3036 2520 2092 L12 81 12879 10790 9064

L2 25 3995 3316 2755 L13 88 13992 11620 9847

L3 31 4954 4112 3416 L14 94 14946 12450 10519

L4 38 6072 5040 4188 L15 100 15900 13280 11190

L5 44 7031 5836 4849 L16 106 16854 14110 11861

L6 50 7990 6632 5510 L17 113 17967 14940 12645

L7 56 8949 7427 6171 L18 119 18921 15770 13316

L8 63 10067 8356 6943 L19 125 19875 16600 13988

L9 69 11026 9151 7604 L20 131 20829 17430 14659

L10 71 11346 9417 7824 L21 138 21942 18260 15442

L11 75 11985 9947 8265

FIXTURE POWER SIZE MOUNT LUMENS COLOR CRI INTEGRAL WHIP

EVPT-Edge Vapor Tight I-Integral 4-4 Foot P-Pendant L1- L7- L12- L17- 30-3000K 80-80+ CRI 0-None

IEM-Integral Emergency 8-8 Foot S-Surface L2- L8- L13- L18- 35-3500K 90-90+ CRI 3-No Dim

R-Remote U-Unistrut L3- L9- L14- L19- 40-4000K 97-Circadian 5-Dim

L4- L10- L15- L20 50-5000K 3E-No Dim EM On

L5- L11- L16- L21- 65-6500K 4E-No Dim EM On/Off

L6- DC-Dynamic 5E-Dim EM On

Circadian 6E-Dim EM On/Off

4', 8'
UL 924, UL 1598, UL 2108
Sustainably Constructed
Withstands Harsh Conditions
Advanced Dimming
Low/High Output
L90>71,000
Human-Centric Options
5-Year Warranty

EDGE VAPOR TIGHT

Remote Distributed Low Voltage
Integral Class 2 Driver 120-277V
Integral w/Onboard Emergency Battery Backup

UL Certified for Elevated Ambient
Operating Temperatures 
60°C Remote
55°C Integral
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RDUXX RDU14 RDU12 RDU6

Weight 42 lbs 30 lbs 25 lbs 14 lbs

W x H x D 28.5" x 27" x 4.5" 21.5" x 27" x 4.5 19" x 27" x 4.5 12" x 27 x 4.5"

Drivers Up to 20 Up to 14 Up to 12 Up to 6

REMOTE DRIVER UNIT OPTIONAL CONTROLS SIDECAR*

RDUXX-20 drivers C- Single Controls Sidecar

RDU14-14 drivers C2-Dual Controls Sidecar

RDU12-12 drivers

RDU6-6 drivers *CONTROLS NOT INCLUDED

ZONE CONFIGURATION

Examples
ZONE 1 ZONE 2 ZONE 3

NORMAL EMERGENCY NORMAL EMERGENCY NORMAL EMERGENCY

Customer PN Product Drivers Fixture
Size Drivers Fixture

Size Drivers Fixture
Size Drivers Fixture

Size Drivers Fixture
Size Drivers Fixture

Size

2.2-2.0-4.5 RDUXX 2 8' 2 8' 2 6' 0 0 4 6' 5 6'

8.0-2.0 RDUXX 8 6' 0 0 2 4' 0 0 0 0 0 0

Single Controls Sidecar Dual Controls Sidecar

SKU C C2

Dimensions w/Localized
Switch Box

17.94" X 12.78" X 5.81
+13.50 lbs

26.6" X 12.78" X 5.81
+25.25 lbs

Controllers 1 Dimming
2 Emergency

2 Dimming
4 Emergency

Zones 1-3 Dimming
2 Emergency

2-6 Dimming
4 Emergency

Max Rating 1720 W Class 2 Electrical Device
UL 924, UL 2108, NEMA Rating 1
Sustainably Constructed
100% Recycled Aluminum
Controls Agnostic
Localized On/Off Switch
Pre-configured/Pre-wired Zones

REMOTE DRIVER UNIT

277 VAC/1.8 A, 50-60 Hz
120 VAC/4.2 A, 50-60 Hz

Ambient Operating Temperatures: 0°C to 50°C 
Humidity: 5% to 95% RH Non-condensing

Specifications subject to change without notice.
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<150' - 18/2 GA Wiring
>150' - 16/2 GA Wiring

RDU Configuration & Submittal Form

RDUXX with Single Controls Side Car Dual Controls Side Car
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